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30K Installation QuickStart

Aboutthis guide

This QuickStartGuide provides the essential steps for installing
a SolArk inverter. This guide is divided into two parts:

A The30K Installation Quick Start section starting on the next
pagelists the basic steps you need, with links to more
detailed information in the second part of the guide.

A TheMore Information section starting on page25 provides
additional details that you might need.

For full information, see the30K-3P-208V Installation Manual

Disclaimer

This QuickStart Guide offers a brief installation and commissioning overview for the
Sol-Ark 30k3P-208V Hybrid Inverter. It is not intended to, and should not, replace
the 30K-3P-208V Installation Manualor to address all matters referred to in the
Manual.

This product may be dangerous if improperly configured, installed or operated. You
are urged to read and review the full Manual, including applicable data sheets, and
to visitthe SolArk Knowledge Hulat www.sol-ark.com to learn more fully about

this product.

The information included in this QuickStart Guide is subject to, and qualified by, the
information set forth in the Manual, including important disclaimers and warnings
that limit or exclude Sob | t k't Wi R¢ HRORq! tOLW

See theCommissioning and Programming sections of this QuickStart Guide for
details, including advanced configurations, necessary to meet the requirements or
needs for system performance.

4
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30K Installation QuickStart

Inverter Overview
30K-3P-208V
120/208V, 3-Phase
é ® ® ) ® W

Modes:
Grid Sell, Auto Off-Grid, E 5‘ )
Meter Zero, Time of Use marts FSOEArK

[ %]

& Peak Shaving CIMITLASS POWSR

I f

-
-

¢ Cloud & fleet monitoring

* VPP

* TLS Security w/ full
Authentication

g9og e USA firmware, Software,
\ Engineers
- P -

® 9 ®
RSD/Emergency Stop,
External CT Sensors, <E> Sensors & v
Auto Gen Start, ««=««1 /0 Ports
MODBUS, CANBus ®

HV Battery
160-500V @ 50A x 2
Closed loop comms
only

39kW DC Coupling
150-500Vdc @36A
with PV disconnect

INVERTER

Smart Load Out
Reduces battery ~30%
by prioritizing loads

Generator Input
64.8kW (Up to 30kW

Grid or Generator High Power Out charging batts)
200A passthrough .| » 30kW On-Grid & Off Grid
w/ 15ms transfer * 45kVA Peak Power 30kW AC Coupling
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30K Installation QuickStart

Before You Start

Step 1 Confirm all items are in the hox

Lo
[-
A
0
A
A

E

I J K
Component Description Quantity
A Sol-Ark 30K-3P-208V inverter 1
B Inverter Mounting Cleat 1
C M12x 60 mm expanding anchors for masonry anchorini 4
D M4 x 12 mm screws T Set screws for mounting carrier 9
E Inverter Parallel Cable- CAT 5comm cable 1
F Wi-Fi / Ethernet Gateway (dongle) 1
G 3 mm L-type hex key for front panel screws 1
H 8 mm T-type hex key for AC terminals 1
I 300 A Current transformers (CT sensors) 3
J Filter rings 3
K LCD Sunshade(outdoor installations only) 1

Otheritems! Ye k G0 WUIIIIT
USB Stick (Battery updates) Smartphoneor Laptop| Phase Detection Tool

v
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Create a MySolArk Account (MSA) by downloading the app or visiting
www.mysolark.com to accessthe desktop version.

MySolArkn the App Store
12:12

Q. MySolArk

%; MySolArk

-

MySolArkDesktop on the SeArk Website

88 [ /RABow 0 0 SorAvk b - Zohot (] Systems SW 0 sal-ark D SobArkProjects [ 03 Kestonlde O3

Monitoring and Remote Management Tool DDownload  English v

ALL-IN-ONE

SOLAR BATTERY SYSTEM

The email used will behe primary account for all created plants
U SeeMySolArk UseiGuide for more information.

30K QuickStart Res | MA-00058 Sol-FArk
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30K Installation QuickStart

Step 3.Prepare theaite.

Locate a suitable area to mount the inverter and follow requirements

A 6in. vertical clearance (15.2 cm)

A 2in. side clearance (5.1 cm)

A 6in. side clearance from another system (15.2 cm)

A Protect LCD from direct exposure to UV light

A Operating temperature oft40 °F to 140 °Fr@g0 °Cto 60 °C)

26in[15cm] 26in[15cm]

—

22inmin[sem] —— [ " ] 22inmin[5cm] Gql| — 220ins0cm]
. T T bl |
: : E =i
6 inif next to |
g )| another system
26in[15cm] 26in[15cm]

NOTE Under certain circumstances, NEC requires greater clearances, anthe
installer should abide by AHJ if mandated SeeNEC 2023 paragraph 110.26 and
Canadian Electrical Code CSA C22.1

4
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30K Installation QuickStart

Step 4 Mount inverter to surface with proper hardware

A. Use screws or anchors suitable to support inverter weight (176 #80 kg):
0 Concrete or masonry: Minimum (4) M12 60 mm expanding anchors
0 Wood frame: Minimum (4)+2 in.lag screws with flat washers
0 Metal frame: Minimum (4)% in.self-tapping screws with flat washers

B. Securethe inverter to the mounting cleat with six of the M&12 mm
socket-head screws.

C. Inverter should be inthe optimal upright position as shown below.
D. Remove theplastic film from the LCD screen.

Suitable Anchor for the Wall Surface

}

////

/// EiﬂE .‘ —

B
L /A

U See Mounting the SotArkfor additional information.

i :
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30K Installation QuickStart

Step 4h Install the.CD Sunshadutside installations only)

If the SolArk is installed outside, attach theLCD Sunshade This will help
prevent screen damage from UV exposure.

AADDG WY nnWagd JWGHcet qRHA 6 1JWR U ;
I Rt Gic¢c! Wt el ncHUIAWRN L J¢ T ! LWl
B. Make sure the surface is clean and dry
before installation.
C. Assemble the Sunshade flap:
1.f Ut DIl qWaé WWnidc Gkt WE Ja Y Waé

slots on the base plate.

2. Verify that the flap opens and closes
smoothly.

D. Attach the base plate:
1. Peel the backing from the doublesided adhesive tape.

2. Align the base plate with the display area. The adhesive is permanent,
so confirm the alignment before applying pressure.

3. Press firmly to secure theCD Sunshade

NOTE Damage to the LCscreen due to direct sunlight exposure will not be
covered by warranty.

Need to purchasan LCD Sunsha@e

LCD Sunshade were included with SolArk inverters starting on May 4,
2026. If you have an outdoor installation and did not receiven LCD
Sunshade, you can purchase one by going to th8ol-Ark Online Store

v
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30K Installation QuickStart

Inverter Wiring

Step 5 Connect inputs and outputs

Locate inputs in theuser wiring areaand connect all wires to the applicable
inputs and outputs.

Communication

and sensor board 2x Battery inputs |
MPPT Inputs * GEN input

(DCPV) (Generator terminal)
Load terminal * * Grid terminal |
(backup power)

A Gen port can also be used for AC Coupling or Smart load output
A Grid port can also be used for a generator

U Seelnverter General Description (Step 5 Detaildpr more information
on inverter wiring.

30K QuickStart Rews | MA-00058 Sol-Ark 7



In the inverter user wiring areacheck these:

Connections have correct torque

Wire is sizedappropriately for the terminal rating and applicable NEC
requirements

NOTE Do NOT have inverter, PV, batteries, or grid/gen AC disconnect closed while
checking wires.

U SeeConnection Requirements (Step 6 Detailsfor more information.

8 Sol-Ark Copyright© 2026 Sol-Ark LLC



30K Installation QuickStart

Step 7. Confirm proper wiring for high voltage battery integration
Wire into both BATT1and BATT2nputs for full 30kW output

A Single battery
o Parallel battery toBATTland BATTZ2nputs
0 UseBMS1 input

A Single battery bank(k 2lbattery stacks)
o Parallel battery toBATTland BATTZ2nputs
0 UseBMS1 input

A Dual battery bank

0 Run each battery independently toBATT1and BATT2nputs
0 UseBMS1for battery 1, and BMS2input for battery 2

c) dual battery bank

| Paraliel 2 ECAN] EE:L i
(eac R CAVon KSR

U SeeBattery Communications for detailed information on integrating batteries.

30K QuickStart Res | MA-00058 cSol-FArk 9



30K Installation QuickStart

Step 8 Checkpolarity andsoltage

Turn ON batteries then check wiring polarity and DC voltagen each input
7 ! 3 ‘*‘L"'—f:”""*’-" %5

_____

A Use a multimeter to check (+) and-§ voltage to confirm correct polarity
and operating voltage from the battery bank

A See thebattery manufacturerk manual for proper battery startup
sequence

10 Sol-FArk Copyright© 2026 Sol-Ark LLC



30K Installation QuickStart

Step9. Turn inverter ON

Press the inverterON button and wait for Normal LED to light up above the
screen. This may take a few minutes.

e
"

ON/OFF

If youkre waiting more than 2 minutes, check the battery voltage onthe
qll GRUcOY WagVYWact Wt 21 DWRakt Ws Rg6 RUWY GUI

30K QuickStart Res | MA-00058 Sol-FArk 11



30K Installation QuickStart

Set Up Batteries

Step 10. Setup batterycommunications

On the Inverter screen, go té&ettings > Battery Setup to program battery
communications.
A. Checkthe BMS Lithium Battcheck box

B. Set theProtocol Number to 00 when using SolArk L3 Series batteries or
any other approved battery.

C. CheckParallel batl&bat? if the battery bank isparallel to both inputs.
D. TapOK

Batt Setup

Batt | Charge | Discharge | Smart Load | Wind Turbine

BMS Lithium Batt

Use Batt V charged

Batt capacity 100Ah

Max. A charge 20A

B ES

Max. A discharge | 20A No Battery

Parallel bat1&bat2

‘ CANCEL ’ ‘ OK ]

U SeeBattery Setupto confirm that all battery settings are programmed
appropriately according tothe battery specifications.

4
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30K Installation QuickStart

Step 11. Checkbattery communications

Onthe Main screen, tap LiBatt Info to confirm that communication is
established between the battery and thanverter.

Checkthese values to make sure they are correct:
A Voltage

A soc

A Temperature

A Charge/discharge current limit

System Setup 08/14/2025 03:05:27 PM Thurs.

Sol-Ark 30K-3P-HV
- |D: #HHHERHHAE
- COMM: #it#
-MCU: Ver#H#

LiBms1:Sol-Ark-HV
Battery Voltage: 425.6V Battery capacity: 100AH

Battery Current: 0.0A Battery Charge Voltage: 460.8V
Battery Temp.: 23.0C Charge Current limit: 38A
SOC: 96% SOH: 100% Discharge Current limit: 100A
Battery SW: 0x1007 Alarms: 0x0000 0x0000

Battery HW: 0x3001

i :
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30K Installation QuickStart

Check Inverter Setup

Step 12. Check P\input
For each MPPT

A. Checkfor correct polarity

B. Ensure expected open circuit voltaggVoc)
C. Turn ON PV disconnect

D. Confirm the DC LED is lit above screen

A Make surethe external DC disconnect for PV is turned on

AIf using rapid shutdown device with transmitter energized by inverter
LOAD output,the circuit must be turned on to produce PV power

U SeeConnecting PV Moduledor more information.

14 Sol-FArk Copyright© 2026 Sol-Ark LLC



30K Installation QuickStart

Step 13. CheckGridParameters

On the inverter screen, go toSettings > Grid Param and make sure that
appropriate parameters are enabled.

Grid Param
Grid selection | Connect |IP|F(W) | V(W)/V(Q) | P(Q)/P(F)

Grid Mode L Grid Reconnect Time

‘ UL 1741 & IEEE1547 ‘ —
Fixed PF Fixed Q
Grid Frequency L

50Hz /| 60Hz | 1.000 ‘ ‘ 10% |

Q_Response_T

Grid Level | LN:120V/LL:208V(AC) 013
IT system-neutral is not GND
- Phase Type‘ 0/240/120 |

[Cancel } { OK }

A Programthe correct Grid Level depending orthe service

A EnablelT system-neutral is not GND if the service is anon-neutral Delta
configuration (cannot connect to High-Leg Delta)

U SeeCheck Grid Parameterdor more information on grid settings.

i :
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30K Installation QuickStart

Step 14. Confirm Grid Phasing and AC Voltage.

A. Turn ON the Grid AC disconnect

B. Check grid phasing and AC voltage levels. Confirthat the AC LED is lit
abovethe screen

Voltage Check with Multimeter Grid Phase Detection Meter

You can use anultimeter and phase tool to validate grid levels coming into
terminals.

A off-grid configuration with a generator, turn on generator and follow
the samestepsY U] E WY W] Af 2WRUGe quil WGWUT RUOT.

AN off-grid configuration with no generator , skip steps 15 and 16 starting
on the next page

16 Sol-FArk Copyright© 2026 Sol-Ark LLC



30K Installation QuickStart

Step 15. CheckLoadAC voltage

A. Measure the applicable N and L-L voltagesat the LOADterminals to
verify they match theGRIDinput phases:

A 120/208V Wye:120 Vac (L-N) and 208Vac (L-L)
B. Turn ON the breaker or disconnect feedingOADpanel.
C. Checkto make surecircuits on the load panel are energized

30K QuickStart Res | MA-00058 Sol-Ark 17



30K Installation QuickStart

Step 16. TestlslandMode.

A. Turnthe grid AC disconnect to OFF positionWith batteries, the inverter
should seamlessly switchto battery backup to load output

B. Onthe invertermain screen,tap the battery icon to display the detailed
voltage screen:

ow ow ow
0.0 Hz 60.0 Hz
“LIN:120V  OW - L1N: OV 0.0A LIN: 119V 0.0A
“L2N:120V W L2N: OV 0.0A L2N: 119V 0.0A
‘L3N:120V  OW : L3N: OV 0.0A L3N: 119V 0.0A
HM: LD: INV_P:
oW ow ow
oW ow oW AC.T:
80w ow ow ow
40W 40W
69% 69%
413.3V 413.3V
oA 011 |M0-00kW/ 0v/0.0A  M2:0.00kW/ OV/0.0A
: : M3:0.00kW/ OV/0.0A  M4:0.00kW/ OV/0.0A
24.0C -100.0C

C. Check the Load to make sure L1, L2, and L3 have correct voltage
D. Check the Battery to make sure battery voltage is present

U For more information, seeTest Island Mode (Step 16 Details)

4
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30K Installation QuickStart

Set UpWi-Fi

Step 17. Connect thedongle
Connect the dongleto the DB-9 Wi-Fiport on the left side of the inverter.

OFF OFF \

Son

PVSWITCH1 PV SWITCH2

A A solidred LED indicates power to the device

U For more information, seeAlternate Method for Connecting to WiFi using

IP_Address (Step 17 Details)

30K QuickStart Res | MA-00058 Sol-Ark 19



30K Installation QuickStart

Step 18. Create the plant.

Usingthe MySolArk app, create a plant by scanninghe QR code and filling
in required fields.

@

@® Create Plant
©) o s -

30494 1405 15416
Online Warning Offline

Add Gateway

Please input SN

Flease input Registration Key
Date Created *

B home

U For more information, see Create a Plant on MySolArk

20 Sol-FArk Copyright© 2026 Sol-Ark LLC



Configure theWi-Finetwork to the dongle via MSA. A green LED will light
on the dongle when the network is connected.

Wi-Fi configuration Config Device

+ Device power up
Pie

Network coverage

Checkaq 6 1J WIT Y.BDsGtlst + LW

U If unsuccessful, try Alternate Method for Connecting to WAFiusing IP
Address (Step 17 Details)

30K QuickStart Res | MA-00058 Sol-FArk 21



30K Installation QuickStart

Step 2. Checknetworkstability.

In MySolArk, review data to ensure the network is stable and power flow data
Is showing correctly.

NOTE MSA dataisnotrealf RG IJALWe + We Wi ¢ q¢ WUWGYRUqWs RGTWGY G
recommended to compare the SolArk power flow on the GUI screen against what
MSA reports for the created plant.

22 Sol-FArk Copyright© 2026 Sol-Ark LLC



30K Installation QuickStart

Step 21. Check system performance.

If necessary, go throughhe rest of the settings b program the desired
performance of the system.

System Setup 08/14/2025 03:05:27 PM Thurs.

Infi tion Provided

| by the BMS

Sol-Ark 30K-3P-HV

U For information about the different system work modes, go t&ystem Work
Modes (Step 21 Details)

U Forinformation about TOU settings go toTime of Use (TOU)

U For informationabout peak shaving go toAdvanced Settingr Grid Peak
Shaving

i :
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More Information

Mounting thé&olArk(Step 4 Detalils)

A. Considering the dimensions of the inverter, find a suitable location for the
system. There must be at least 6 in [15 cm] of vertical clearance and 2 in
[5 cm] of side clearance for proper heat dissipation.

26in[15cm] 26in[15cm]

3
io

22inmin[5ecm] —— | v . |—— 22inmin[5cm] @\.(Ui_ ——— 220in [50 cm]
— 0y
. . E bl
6 inif next to |
g )| another system
26in[15cm] 26in[15cm]

Inverter Clearances Overview

NOTE Inverterhas a Maximum Heat Dissipation of 2,100V or 7,165BTU/hour.

B. Under certain conditions, the National Electrical Code® specifies greater
clearances. Usethe clearances listed in the National Electrical Code®,
paragraph 110.26 and Canadian Electrical Code® CSA C22.1.

C. The SolArk30K-3P-208Vis a NEMA 3RIP65 enclosure rated for outdoor
installation, but it can also be installed indoors.

i .
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More Information

Mounting the SeArk(Step 4 Details Continugd

D. Use screws or anchors suitable for the support surface and capable of
supporting the weight of the inverter (176 lb / 8Kg).

A\ For Concrete or Masonry MountingUse a minimum of four
M12x 60 mm expanding anchors (included).

A For Wood Frame MountingUse a minimum of four %in lag screws
with flat washers (not included), making sure to anchor into at least
two framing members.

A For Metal Framing MountingUse a minimum of four %in self-tapping
metal screws with flat washers (not included).

o If you need a different anchorage, calculate the number of anchor
points needed to properly hold the weight of the equipment.

0 Secure the inverter to themounting cleat with six of the provided
M4 x 12 mm socket head screws.

Suitable Anchor for the Wall Surface

i ™ J

s

g.:gu'f

P
(L]

Inverter Mounting Diagram

NOTE Damage to the LCDscreen due to direct sunlight exposure will not be
covered by warranty.

4
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More Information

Mounting the SeArk Gtep 4 Details Continugd

Mount the inverter in the optimal orientation as shown below.

4 X X X

90°

U Return toStep 4. Mount inverter to surface with proper hardware

i .
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More Information

Inverter General DescriptigStep 5 Details)

A

C

D E F G

lINININI]

K L M

Component Name Component  Name

A ON / OFF Button H Wi-Fi / Ethernet Gateway

B LCD touch screen I 2x PV DC disconnects

C CN1-Terminal block for 4x MPPT inputs terminals
sensors and accessories

D CN2- Terminal block for (200A) LOADterminal
sensors and accessories

E Communication Ports L NEUTRAL / GROUND Busbars

F 2x (50A) Battery port M (200A) GRIDterminal

G (200A) GENterminal

U Return o Step 5. Connect inputs and outputs.

28
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More Information

External CT Senso(Step 5 Detail€ontinued)

CN1 Board
A. Determine whether CT sensors are needed for younstallation:
A Use ifthe system has nonbacked loads upstream
A Use ifPeak Shavingwill be enabled
A Use for multi-inverter installation
A Not necessary for wholesystem backup

A Not necessary for offgrid systems unless peak shaving is used with a
backup generator connected to theGRIDport
B. Pins 116 for CTs with 5A > Input > 1A from specifications

C. Pins 771 12 for CTs with 5GnA > Input > 10nA from specifications

—fiF i —)i i —
® ®

CN2 \E'

T 7 1]

PWis PWi- P 3 PV P R

—

17234567 8 9101112
%mmmmmmmmmmm
15

CN1

SEEESEESEEE]

+[ -+ -[+H[-[+[-[+]-[+]-
CT-R | CT-S CT-T | CT-R | CT-S | CT-R
5A > Input > 1A 50mA > Input > 10mA

U Follow the steps inthe 30K Installation Manualto install the CT sensors
board.

i .
30K QuickStart Res | MA-00058 cSol-FArk 29


https://sol-ark.com/commercial-energy-solutions/commercial-hybrid-inverters/30k-3p-208v/product-documents/

More Information

External CT Sensors (Step 5 Details Continued)

CN1 Board(Continued)

1. Confirm CTs are sized appropriately for amperage of service used

2. Determine the distance from CT placement to CN1 sensor board input in
case an extension is needed

3. Install CTs between meter and line side tap

4. If using a generator, install CTs between the generator and Safk
inverter AC input

5. Verify correct A, B, and C phase from the AC power source before
clamping the CTs

6. Make surethe CTs are oriented correctly, with the arrow facing away from
the meter or generator

7. Check HM values on detailed volt screen to ensure correct power
readings

Meter
Borravis CTs
h | | ' Line Side Tap
A Y e
4 Main Panel
& |
=1 Subpanel

U See the30K Installation Manualfor more information onexternal CTs.

4
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More Information

External CT Sensors (Step 5 Details Continued)

Wiring the CT Sensor

Besure to use the correct pinout for external CT wiring. On the detailed
voltage screen, confirm that power flow is correct by reviewing the HM
values for each phase:

A Positive (+) values indicate that power is being imported

A Negative €) indicates power is being exported.

1. Connect CT1 of line L1 to pins 1 (white) & 2 (black) of CN1 pin board.
2. Connect CT2 of line L2 to pins 3 (white) & 4 (black) of CN1 pin board.
3. Connect CT3 of line L3 to pins 5 (white) & 6 (black) of CN1 pin board.

A Keep the wires twisted (whiteblack) throughout the connection.

A If the wires need to be extended, use CAT 6 (shielded) cable to make
an extension

123456 7 8 9101112

71212121221212122)2
Sipie

+! @bﬂ
e

HEHEHEBEEEE
CT-R CT-S CT-Tj CT-R CT-S CT-R
5A > Inputi> 1A 50mA > Input > 10mA

Grid Grid Grid
y'e y'd Ve
XN

Inverter Inverter Inverter

a4 |
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More Information

External CT Sensors (Step 5 Details Continued)

CN2 Board

If applicable, use pins land 2 for generator autestart:

A Dry contact relay is
Normally Open (NO)

A Start V or Start % is the
condition that must be
met to automatically turn
on the generator

A Optional battery setting
Gen Forceis
recommended to test the
N0 ¢-wite lstartt L

| | ——| | || —

@

A

d ®

CN2

functionality

/A Do NOT induce power
through these pins or
non-warranty damage
may occur

CN2 %mé m
Ei5
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More Information

External CT Sensors (Step 5 Details Continued)

External CT Sensorst CN2 Board(Continued)

A. Pins 9 and 10 Emergency stop input (required for rapid shutdown compliance)

Normally Open (NO) dry

contact circuit: continuity
across the pinsy via push

Enll
button y triggers shutdown

&

:

12 3 435 6:7 8:9 1011112

7

al

and de-energizes three = p——

IRSD

- ]
RED-\m SHUTROWN

outputs simultaneously:

A LOADoutput
A Pins 7 and 8Voc supply)
A PV voltage

B. Pins 7 and 8 Optional Voc supply for the rapid shutdown transmitter.

A Sensor pins are limited to100 mA. Verify the transmitterk tuttent draw

before connecting.

A If the transmitter draws >100 mA, then energize frorthe LOAD output

instead. Thismay requirea 120 Vacto Voc power supply.

Optimizers with RSD or standalone RSD

34567 89101112 inla) (akal

(aTal

A

IS

?%é g% 7z ﬁ E

Receiver 1 Receiver 2

Emergency

Stop Button Power Line

Communication
(PLC)

Transmitter

Receiver n

[\l .
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More Information

Installing Filter Rings (Step 5 Details Continued)

If your SotArk inverter came with a set of filter rings (toroids), follow these
steps to install them on the battery conductors. The filter rings include:

A 2 small white filter rings for BMS1 and BMS2 communications cable
(outside diameter 33mm, inside 20 mm)

A1 large black filter ring for AC wires (outside diam92 mm, inside 55mm)

Make sure that both (+) and-J wires pass through both filter rings
simultaneously. When there are 4 wires, all conductors must go through the
filter rings as described below.

Step 1: Install small white filter rings on BMS1 and BMS2

A. Thread the end of the BMS communication cables through one filter
ring, then wrap the wires around the ring four times. Place the filter
ring near the wiring terminals.

B. Repeat this for the other BMS communication
cable if youte using two BMS ports. a

@)
@

BMS connection

D
I

.

Step 2: Install largeblack filter ring onGRIDterminals

@

@|

_ q A Thread the wires through the filter ring and
ar : 1 THEN connect the wires to thé&RIDport.

- @Li ) ]

ul \mem M| -5-o-¢-@

I W-f il
- -

\_ o LOA| GRID o GEN )

U Return toStep 5. Connect inputs and outputs.

4
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More Information

Connection Requiremen{Step aDetails

AC/DC Connection Requirements

A Copper wire is recommended; if you use aluminum, consult the NEC table
to calculate the capacity required.

A\ All wire runs should be sized to be at or below a 2.5% voltage drop at full
load. Equipment wire sizing must comply with the NEC or local electrical
code.

The table shows connection pointampacity ratings in the field wiring area

Terminal Temperature Terminal Wire Size Range (mifmax)
Rating Rating

GRID 200 Anc 105° C 2 AWGT 250 kemil

LOAD 200 Anc 105° C 2 AWGT 250 kemil

GEN 200 Anc 105° C 2 AWGT 250 kemil

MPPT 55 Alsc 105° C 12710 AWG

Battery Port A 50 Aoc 105° C 674 AWG

Battery Port B 50 Aoc 105° C 674 AWG

Sensors and Communications Requirements

Component Wire Size Range Maximum Distance

Oft. T10ft. [3 m]: 16 AWG included

107501t [15.3 m]: 14AWG twisted pair extension
0ft. T100ft. [30 m]: 24 AWG

100T1400ft. [120 m]: 23 AWG

RJ45 Parallel 0ft. T 7ft. [2.1 m]: Included

Communication CAT SE ofarger 7 ft. T 20ft. [6 m]: Extendable

CT Sensor 16-23 AWG

Communications 247123 AWG

Batteries AC Conductors PV conductors Sensors
0.8in I 1in _ .
[20.3 mm] 5/8in
_[25.4mm] ¥ [16mm]
—'L 1/4in
I_T [6.35 mm]
4 AWG max 4/0 AWG max 10 AWG max 20 AWG max
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More Information

Connection Requiremen{Step 6 Detail€ontinued)

Fastener Torque Table

NOTE Do not use impact drivers to tighten any fasteners on the inverter

Terminal / Breaker Torque [ft-1b] Torque [Nm]

LOAD 18.75 ft-Ib 25.5 Nm

GRID 18.75 ft-Ib 25.5 Nm

GEN 18.75 ft-Ib 25.5 Nm

Neutral / Ground 18.75 ftlb 25.5 Nm

(Busbar)

Cover Screws 15.5inlb 1.75 Nm

Battery Terminals Push-in Cage Clamp  Push-in Cage Clamp

U Return toStep 6 Check wiring area

4
36 §SD|—A|-|<" Copyright© 2026 Sol-Ark LLC



More Information

Battery Communication&Stepl0 Details)

A The invertermust be OFF while you connect the batteries.

A Be sure that the external battery disconnect i©FFor arcing may occur. If
your battery bank does not have a buiin disconnect, maintain the
necessary safety measures when handling the connections.

A The30K-3P-208Vreaches amaximum battery charge/discharge of50 A
per terminal for a totalmaximum of 100 Aif using both sets of battery
terminals. If only one set of terminals is used, the battery
charge/discharge will be limited to ® A

NOTE The30K-3P-208V is a HIGH VOLTAGE BATTERY system. You MUST NOT
exceed500 Vpc as shown below. The HV battery must stay within the 16T

500 Vpc operating voltage range. DO NOT connect to any battery whossximum
voltage exceeds this limit.

-
+ - — 7|
500V MAX T B —
e | | o B
SN Ny f[:‘l« 0 “;:{|' \E“kli M. i} . ‘
v‘-\L]‘ . o -._;_.‘r:—;—_—:f::’,;' =} ‘_i - ?,*F—{_"_dvdw
Single HV battery Bank of multiple HV batteries

Battery Wiring Output

i .
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More Information

Battery Communication&tepl10 DetailsContinued)

The SofArk inverter has two input battery terminals for single or dual battery
connections. To wire a battery to the inverter, lift the actuation levers and
insert the 64 AWG battery conductor fully into the terminal. DO NOT force
open the battery actuaton levers more than 90°.

DANGER: Reverse Polarity

DO NOT reverse the battery input wires: the systemnr
will be damaged, and the warranty voided.

Multi-Terminal Installation

The two battery input terminals of theBOKcan be configured for parallel
battery stacks in settings screens. If the charge/discharge rate of D0Ais
needed, the battery must be connected to both input terminals. If
connecting more than one battery to a single inverter input terminal, you
must use an external busbar or combiner to combine batteriegpositive and
negative outputs before connecting to the inverter terminals.

—

]

Single battery Parallel battery bank Dual battery bank

NOTE If a single battery is capable of charge/discharge currents above)5A
connect the battery to both input terminals. Otherwise, the charge and discharge
rate will be limited to 0 Amax. Only connect batteries of the same model to the
terminals.

L4
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More Information

Battery CommunicationsS{ep10 DetailsContinued)

Paralleled Battery Installations

NOTE Multi-Inverter Installations
Contact SolArk Technical Support at +1 (972) 578875, ext. 2 for help with
commissioning multiple paralleled inverters.

A ALL systems MUST be connected to their own battery bank, and the
battery banks must be the same size.

A DO NOT parallel batteries between inverters

Inverter to Battery Ratio

The30Kinverter can establish closedloop battery communication through
one or two separate RS ports labeledBMS1and BMS2 Communication
with battery BMS depend on the wiring of the battery bank and the wiring to
the SolArk inverter. The following two methods show how communications
can be established

i :
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More Information

Battery CommunicationsS{ep10 DetailsContinued)

Single Battery Bank Communication
A. Configure and wire the HV batteries so that there is one battery bank with
a single communication source

B. Establish closed-loop communication by connecting the comm cable to
the BMSL1 port of the SeArk inverter.

Parallel Batl&Bat2 setting on theBatt setup menu MUST be enabled
and batteries must be connected in parallel on the DC side

Meter Parallel_1 Parallel_2 CAN BMS 1 BMS 2 RS 485

Sl Rl 5l

)
)

; J Ty ﬂ@l‘ Il ﬂ@lff’ ee| Ly
1;“ ik p | L:j f 7 1“rj
LI A PN LR 1
] St LI L ]
Ly FLH i PLE (e TL ]
Jed oL me® Gl fed  JD e8| g
' PLE i LI [ LI it L :
Jed o (T (e T m%
ded o I e ﬂLﬂ “ - |

Single battery bank communication

Parallel batl&bat?2 : This must be checked when using both battery
inputs for the same battery bank. Wherthis check box isenabled, the
inverter will expect a single battery communication source.

4
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More Information

Battery Communication$S(ep10 DetailsContinued

Separate Battery Banks Communications

A. Configure and wire the HV batteries so that there are two battery banks,
each withits own communication source.

B. Establish closed-loop communications by connecting each
communication cable to a BMS port of the SeArk (BMS1 and BMS2).

NOTE Do NOT enable thdarallel Batl&Bat2 setting on theBatt Setup menu.

Meter Parallel_1 _Parallel_2 CAN DRM BMS 1 BMS 2 RS 485

Sl S R . <

-

||I:| ooo g-ﬂ. ”EI o‘nn E- -H Hl:l [ H- ﬂ; [l@IO-DD E-E ‘” l@l g! n E-!-
i i i R i i x
g v”[j Eﬂlﬂa wm.j @m m EEﬁ ! Eﬁ ! :
LI TR o TLIH CLEN o TLI E
e e I e x
o e A e z
e M e e x
u: d a: Hoe Eé Ea: K u: I ﬁ
: . : i :
Sttt

Multi-Battery Bank Communications

U Return toStep 7. Confirm proper wiring for high voltage battery integration.

Y .,
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More Information

Battery SetugStep 1 Details)

B Batt Setup
Batt | Charge | Discharge | Smart Load | Wind Turbine Batt | Charge | Discharge | Smart Load | Wind Turbine

Batt capacity BMS Lithium Batt — FloatV

Max. A charge Use Batt V charged Start%

A
Max. A discharge D No Battery
Gen Charge Grid Charge

Parallel bat1&bat2
[ OK ] DGenForce [ Cancel ] [ OK ]

Batt Setup Batt Setup
Batt Discharge | Smart Load | WindTurbine Batt | Charge | Discharge | Smart Load | WindTurbine

[ CANCEL

Shutdown D Use gen input as load output D For AC Coupled input to Gen
Low Batt D On Grid always on High Frz
Restart il L) OF;::“ D AC Couple on grid side
Batt Empty V Smart Load ON Batt
[canceL | [ ok | | canceL | [ ok
Batt

Batt Capacity: Specifies the capacity of the battery bank immp-hours (Ah).

A\ Batteries in seriesY Voltage adds up (V).

A Batteries in parallelY Capacity adds up (Ah).

Max A Charge: Sets the maximum charge current (A) rate to the batteries
when charged from solar powelY 50 maximum allowed. 100 Amaximum
total if using both battery terminals.

Max A Discharge: Sets the maximum discharge current (A) rate from the
batteries Y 50 maximum allowed. 100 Amaximum total if using both battery
terminals.

For OffGrid systems, the battery bank will discharge 150% of this value for a
10-second surge before the inverter faults to prevent battery damage.
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More Information

Battery Setup (SteplDetailsContinued

BMS Lithium Batt: Enables closed communications with lithium batteries.
Specify Serial Number 00, 01, 02...) according to communication protocol.

Use Batt V Charged: Displays battery charge in terms of voltage.

Parallel batl&bat2: Must be checked when using both battery inputs
for the same battery bank. When enabled, the inverter will expect a
single battery communication source.

Charge

Float V: Lower steady voltage at which the battery is maintained after
being fully charged. Set according to manufacturer specs.

Gen Charge: Uses theGENAC source to charge the battery bank.

Start V: Voltage at which the system will autestart and allow a
generator or AC source to charge the battery.

Start %: SOC at which the system will autestart and allow a generator
or AC source to charge the battery.

A: Maximum rate of charge to the batteries (per terminal) from the
generator or AC source (D@mps). Set value according to the generator
size.
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More Information

Battery Setup (SteplDetails Continued)

Charge (Continued)
Grid Charge: There are two scenarios in which this option is used:

A\ Grid connected to  Grid input: The inverter will limit the charge
rate to the set value inA and the battery will charge to 100% SOC.

A Generator connected to Grid input:  Select the check box

GEN connect to Grid input . The system will useStart V, Start%
and A conditions to charge the battery and stop charging at 95%
SOC.

NOTE: N 6 131 1J djustHisled’uiper limit if Time of Useis enabled.

Gen Force: Test function for generator autestart. Enable and pressOK
to close normally open relay (CN2, pins &nd 2) and force the generator
on. Disable and pressOKto disengage. The generator will not provide
power during this test if grid power is available.

NOTE The gen must be in automatic mode if applicable and must have a
two-wire start (dry-contact, normally open) connected to the SolArk.

4
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More Information

Battery Setup (SteplDetails Continued)

Discharge

Shutdown : Battery voltage or % at which the inverter will shut down to
protect the battery from an overdischarge situation (battery symbol on
the home screen will turn red).

Low Batt: Low battery voltage or % (battery symbol on the home screen
will turn yellow). Stopping point for TOU.

Restart: Battery voltage or % at which AC output will resume after
previously reaching shutdown.

Batt Empty V: Sets the empty voltage and associates this voltage to 0%
SOC. This value determines the lowest % SOC limit.

BMS_Err_Stop Enables system stop when there is loss of battery
communications.

IMPORTANT Continuous GENinput/output of 180 A DO NOT EXCEED.

i .
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More Information

Battery Setup (SteplDetails Continued)

Smart Load

This mode uses theGEN input as a load output that delivers power when
the battery exceeds a user programmable threshold or when the Sélrk is
connected to the grid.

When Use gen input as load output is enabled, the GENinput turns
into an output to power highpower loads such as a water heater, irrigation
pump, AC unit, pool pump, or any other load.

When On Grid always on is enabled, the GENterminal will always
output power as long as the grid is connected, regardless of battery charge.

A Smart Load OFF Batt: Battery voltage ompercentageat which the GEN
terminal will stop outputting power.

A Smart Load ON Batt: Battery voltage ompercentage at which the GEN
terminal will start outputting power.

A Solar Power (W): Amount of PV production needed beforésEN
terminal starts outputting power.

L
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More Information

Battery Setup (SteplDetails Continued)
AC Coupling Settings- (For AC Coupled Input)

A. Grid-tied systems with AC coupled solar arrays must havehe
Grid Sell check boxenabled. Be sure you are allowed to sell back to
the grid.
B. To use theGENterminal as an AC coupling input for microinverters or
string inverters,select the check box For AC Coupled Input to Gen .
C. In off-grid systems, the SolArk will use frequency shifting to control the

AC coupled solution based on the battery SOC. The meaning $mart
Load OFF Battand Smart Load ON Battwill change in this mode.

A Smart Load OFF Batt: The % SOC at which the AC coupled
inverters turn OFF.
90% recommended.

A\ Smart Load ON Batt: The % SOC at which the AC coupled inverters
turn ON.
80% recommended.

s .
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More Information

Connecting PV Modules (Step 12 Detalils)

NOTE:The SotArk 30k3P-208V has 4 independent MPPTSs that support up to 2
PV strings each. MPPTs can handle a maximum VOC of 550V and an ISG@& 5
but will self-limit and operate at Imp of  Amax.

A. Max DC solar input = 39 kW (£5%) | Max input power per MPPT = 9.75
kW | Max recommended input voltage per MPPT = 500 VOC | Max input
current per MPPT =@ A(self-limiting).

B. Design for an input current of 8 Aper MPPT. The inverter will selimit
beyond 36 A If ISC exceeds 5 A damage will occur.

C. PV Source Circuitmaximum voltage of 550VOC; damage can occur
with PV strings whose opercircuit voltage exceeds 550V0OC

NOTE Strings in parallel on the same MPPT must have the same designed
open-circuit voltage (Voc), otherwise the system will be limited to the lowest
string voltage.

D. PV1 A/B must have the same Voc.

E. If the solar panels are oriented in different directions and connected in
the same MPPT, there will be a loss in PV efficiency.

NOTE According toNEC Art 690.43, exposed noiturrent-carrying metal
parts of PV module frames, electrical equipment, and conductor enclosures
of PV systems shall be connected to an equipment grounding conductor. All
grounding conductors and grounding electrodes should béstalled
according to NEC Art 690.47 or as required by the AHJ.

F. For groundmounted arrays, SotArk recommends installing an
auxiliary grounding electrode placed near the array to ensure optimal
earth-to-ground resistance of the grounding system. This auxiliary
electrode must follow the requirements of NEC Art 250.54.
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More Information

Connecting PV Modules (Step 12 Details Continued)

A. Connect the solar panel strings using either of the following
configurations:

T L b) T b) T T T T T
String PV1A String PV1A
Y T T b) n b) T Y T T n T
Connector Connector
3 String PV1B A L4 String PV1B

U Return toStep 12. Check PV input

i :
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More Information

CheckGridParametergStep B Details)
Grid Selection | Connect | IP| F(W) | V(W)/V(Q) | P(Q)/P(F) Grid Selection | Connect| IP| F(W) | V(W)/V(Q) | P(Q)/P(F)

o

Grid Reconnect Time

Grid Mode 3 Reconnect Normal connect
j Foed PE j . Grid Vol High Grid Vol High
: Grid Vol Low Grid Vol Low
SRy 1009 | o Grid Hz High Grid Hz High
D s U 505 Grid Hz Low Grid Hz Low
l:‘ 60Hz Grid Level | LN:120V/LL:208VIAC) Reconnect Ramp rate Normal Ramp rate
Phase Type 0/240/120 [ s |
[ CANCEL ] | OK l [ CANCEL l [ OK ]
Grid selection |Connect | IP| F(W) | V(W)/V(Q) | P(Q)/P(F) Grid selection |Connect | IP| F(W) | V(W)/V(Q) | P(Q)/P(F)
OverVoltage U>(10 min. running mean) Over frequency Droop F 40%P/Hz |:|
(%) [ Startfreq F | 50.20Hz Stop freq F | 51.50Hz FW)
2| 1aaov |--[asos || [Hr2[ e150Hz |--| o.ss | Startdelay | 0.00s Stopdelay | 0.00s
wa | 1saov | —-[asos || [HF1[ e150Hz |--| o085 |
wi|_woov |--[250s || [iF1[ 5750Hz |--[ ooss | Under frequency Droop F> | 40%PE/Hz
wa2| woov |--[2sos || [ir2| s7soHz |-~ ooss | Startfreq F> | 49.80Hz | Stop freq F>| 49.80Hz
w3 LF3 Startdelay F>| 0.00s | Stopdelay F>[ 0.00s

canceL

Grid Param
Grid selection | Connect| IP| F(W) | V(W)/V(Q) | P(Q)/P(F)
D V(W) D ViQ

CANCEL

Grid Param
Grid selection | Connect| IP| F(W) | V(W)/V(Q) | P(Q)/P(F)
D PQ) D FF)

[viosow | [ proose ||| visaow | | aiamm | [ Prosss | [ auowm || |[ viesse | | Frooo |
[vanoow | [ 220w || |[ vaorow | [ azow | [pagssw | [ azow || |[ vaessw | | Fzo000 |
[vaariow | [ pz2ow || |[ vaosow | [ osow | [ passsw | | omow || |[ vaessw | [ Faoo00 |
[(varrzon | [ paaowe || || varoson | [ qaazn | [ Paesswe | [ omow || || wasssw | [ Faoooo |

L L

Grid Selection

Grid Mode: Tap and use navigation arrows to cycle through different grid
modes:

General Standard: Applies general grid interconnection standards. Enables
grid frequency and voltage adjustments. (Useful for offrid applications with
backup generators).

UL1741 & IEEEL547: Applies UL 1741 and IEEE 1547 grid interconnection
requirements and standards.

:Sol-Ark
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More Information

Check Grid Parameters (Step Details Continued)

CPUCRULE21 GGUORWIUt W9 c¢iaRNY!I URckt WNI RT WRUqI H
standards.

SRD-UL-1741: Applies UL 1741SB grid interconnection requirements and
standards.

Grid Frequency: Frequency of the AC sine wave.

Grid Reconnect Time: The amount of time in seconds the inverter will wait
before reconnecting to the grid.

Fixed PFE Allows for power factor correction, 0.8 to 1.0

Fixed Q: Allows for power factor correction based on desired reactive power
percentage.

Grid Level: Tap and use navigation arrows to cycle through different nominal
grid voltage levels.

NOTE Grid level must be selected according to nhominal grid voltage.

A LN:120VAC LL:208VAC

A LN:115VAC LL:200VAC

A LN:133VAC LL:220VAC

Phase Type Tap and use navigation arrows to specify phase sequence.
A 0/240/120: Positive sequenceA-B-C

A 0/120/240: Negative sequenceA-C-B

i .
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More Information

Check Grid Parameters (Step Details Continued)

Connect

Reconnect: Parameters used to determine an allowable range of frequency
and voltages to dictate a reconnection to the grid after initial grid loss.
Frequency and voltages must be within these margins during Grid Reconnect
Time to allow grid reconnection.

NOTE:Parameters will be set automatically based on selected grid mode
compliance, unless General Standard is selected.

Normal connect: Parameters used to determine an allowable range of
frequency and voltages to retain connection to the grid following a reconnect
and normal operation.

NOTE Parameters will be set automatically based on selected grid mode
compliance, unless General Standard is selected.

A Reconnect Ramp RateReconnection power ramp time in seconds.

A Normal Ramp Rate Startup power ramp time in seconds.

IP

HV1/HV2/HV3: Overvoltage protection point.
LV1/LV2/LV3: Undervoltage protection point.
HF1/HF2/HF3: Overfrequency protection point.
LF1/LF2/LF3 Underfrequency protection point.

F(W)
F(W) Enables the use of FrequencyWatt. The SolArk regulates its power

output to the grid as a function of the frequency to support grid stabilization
during over and undeffrequency conditions.

L4
52 %@SDFA“( Copyright© 2026 Sol-Ark LLC



More Information

Check Grid Parameters (Step Details Continued)
Droop Al #RUqe NI WYNWRU21JI qll kt WOYGRUC¢E G WGY
Hertz (Hz).

Start freq F: Frequency at which the inverter will start decreasing active
power by the programmed Droop F percentage.

Stop freq F: Frequency at which the inverter will stop decreasing active
power by the programmed Droop F percentage.

V(W) 7'V(Q)
V(W) Enables the use of VokWatt. The SolArk regulates active power

output to the grid as a function of voltage to support stabilization during over
and under-voltage conditions.

V(Q) Enables the use of VokVAr. The SeArk regulates reactive power
output to the grid as a function of the voltage to support stabilization during
over and undervoltage conditions.

V, P & QPercentage of nominal grid voltage (V) to which the Sélrk will
reduce its active power (P) or reactive power (Q).

P(Q)/ P(F)
P(Q) Enables the use of WatiVAr to regulate reactive power output
according to programmable active power parameters.

P(F) Enables PF regulation according to programmable active power
parameters.

NOTE Follow electrical grid code before changing grid settings

U Return to Step 13. Check Grid Parameters
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More Information

Test Island Mode (Step 16 Details)

The graphic shows the detailed voltage screen when performingn island test.

GRIDV, &f

Output

Vi 1, Ps & Vi &Py

Total P&P,, sl OW ow og
V, 1, & P of MPPT2 S
V, 1, &P of MPPT3 Ly
L1: 0A
V, |, &P of MPPT4 L2: 0A
L3:0A
L1: OW
L2: OW
Internal AC Temperatures :
AC: 19.4C L3 oW
Internal AC P, Measured by Internal Sensors
Temperatures

Details screen

U Return to Step 16. Test Island Mode.

_@w )
54 :Sol-Ark

Battery 1:
V/%, land T

Battery 2:
V/%,land T

GEN source Vm’ Pm, & f
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You can configure a WAFi network through an IP address.

On asmartphone or computer, connect to the
EAP##### network.
Go to: Settings > Wi-Fi > EAP-##### network .

Type in the password, which depends on the product
you received:

f 'n KO! YKENOPMtEBAOn the dongle , the 16
digit password is printed there
fnllgd JKERHIRE ILRYausd WY U Waéb |
password is12345678
The EAP#HHH## network contains the last 5 digits of thelongle serial
number. You can find this number on the label.

Wa 13t + ¢ N1 abnreded Wihdutihternets LIEC GG ¢ | + Ws 6 13U Wa 6
device is connected to the EARH###HH.

T1JALWaq 6 1J1

E4AQ #### ##H##

EAP-70162

SolArk

EJH + Wi-Fi Stick
RIN: EESE-D200-00
S/N: EAAQ #### ####

KEY: ##### #### #i## #1444

TP-LINK_735E

DIRECT-1d-HP M477 LaserJ..

DIRECT-76-HP M477 Laser.

EAP-40006

Locating the Dongle Network Name

NOTE The WiFi dongle does NOT provide internet access. It needs an external
internet provider to connect to. The dongle is compatible with Wi signak
broadcast at 2.4 GHz (it is not compatible with 5 GHz networks)
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More Information

Alternate Method for ConnectingWa-Fiusing IP Address
(Step 17 Detail€ontinued

Ao nagldl W Yek ! JWHEYOURHRqUT AWyYcUWe OWRUqIII |
such as Safari, Chrome, Firefox, Edge, or any other browser.
B. On the address bar (http://......... ), type the IP addresst0.10.10.1 as

shown in the figure below. If you cannot access the configuration page, try
again on a different device.

C. Scroll down to theWLAN Connection section and tap theScan button to
scan for local WiFi networks.

D. Nearby WiFi networks will appear. Select the local network you want to
connect to, input your credentials, and tapConnect .
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the Save button next to Scan to save settings.

F. Wait about 5 minutes. The dongle will connect to the Wi network and
will then have access to MySolArk.

NOTE DO NOT connect to the EAR#### network as that is the WFi dongle itself.
The device does not provide internet access.
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Serlal Number: £47011970018 18t
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U Return toStep 17. Connect the dongle
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Download and install th e MySolArk app for Android or Apple
smartphones. QR codes are provided below.

Google Play Store MySolArk Apple App Store

Create aMySolArkaccount and log in.

Signup E-mail & Verification Code
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