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READ THE INSTRUCTIONS COMPLETELY BEFORE OPERATING THE EQUIPMENT

Information included in this Installation Guide is valid as of the Effective Date and is qualified, in its entirety, by the
Disclaimer referred to below and by the terms of any applicable Limited Warranty.  Sol-Ark reserves the right to make
product modifications at any time without advance notice , which may affect information included in this Installation
Guide or otherwise make this information inapplicable and out -of-date.

For the latest Sol-Ark product and installation documents, go to: sol-ark.com

For errors, omissions, or suggestions, contact support@sol-ark.com

For complete product specifications and information on relevant product listings and certifications, see the Product
Datasheet at sol-ark.com
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Disclaimer

UNLESS SPECIFICALLY AGREED TO IN WRITING BY S@RK IN A VALIDLY EXECUTED AND DELIVERED CONTRACT:

Sol-Ark assumes no responsibility or liability for any damages, property loss, personal injury, or any adverse
consequences resulting from improper use or installation of the product or the failure to adhere to the guidelines
provided in this Installation Guide . Users are expressly advised to follow the instructions and guidelines outlined in
the documentation accompanying the product.  Sol-Ark is not liable for any damages or losses incurred as a result
of, or related to, any failure to comply with, or deviations from , recommended usage, installation, or maintenance
procedures. By using the product, users acknowledge their understanding of these disclaimers and agree to use

the product at their own risk. Sol-Ark reserves the right to update or modify product information, specifications,

and guidelines without prior notice.
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purposes without any right or presumption of reliance. Your sole and exclusive remedy for any defects, or other

issues associated with, or related to, any Sol-Ark product is limited and restricted solely to the Limited Warranty

provided by Sol -Ark and included in any documentation provided by Sol -Ark or otherwise made available by Sol -

Ark, whether through its website or otherwise. Failure to use th e most recent, commercially available version of

Sol-Ark software may void your warranty and may cause the performance or compatibility of your Sol  -Ark product

to be adversely affected. You are urged, at all times, to use the most recently available Sol -Ark software for any

Sol-Ark product, including all updates, upgrades, and other modifications of that software made commercially

available by Sol-Ark.

This Installation Guide is not intended to, and does not, supersede any instructions or directions that you may have
received from the manufacturer of any other products that you may use in combination with a Sol  -Ark. Sol-Ark
makes no representation regard ing energy system designs within which Sol -Ark products may be used, the use or
integration of third -party hardware or software with Sol -Ark products, or necessary compliance with local rules or
regulations. Changes to non -Sol-Ark manufactured products, including to software or hardware components of
those third -party products, may have a material effect on the performance of Sol -Ark products and could void
applicable warranties or otherwise harm the performance of Sol -Ark products. To the fullest extent permitted by
applicable law, Sol -Ark hereby expressly and unconditionally disclaims liability for any and all indirect, incidenta |,
exemplary, punitive or consequential damages.

If you are uncertain about implementing or using any of the information contained in, or made available by, this
Installation Guide, you are urged not to continue with this Installation Guide and immediately to contact Sol-Ark
Technical Support. This Installation Guide does not modify, extend or change the terms of any Limited W arranty
that may be applicable to your Sol-Ark products, and you should carefully consult those Limited W arranty terms to
ensure that you may not be voiding or violating those  Limited W arranty terms if you undertake any of the actions
referred to in this Installation Guide.

Sol-Ark retains the right to final interpretation of this document and all related materials pertaining to this product.
This document is subject to modifications, updates, revisions, or termination without prior notice. For the latest
product information, please visit Sol-Arki « ~p p s g svz SoblAkkfcens ® k |

Any action related to the information included in this Installation Guide shall be governed by the internal laws of
the State of Texas, United States of America, without giving effect to any conflicts of laws principles. Any action,
suit, or other legal pr oceeding that is commenced to resolve any matter related to this Guide shall be commenced
solely and exclusively in a state court sitting in Collin County, Texas (or, if appropriate, a federal court located
within Collin County in the Eastern District of T exas), and you hereby consent to the personal jurisdiction of those
courts.

This manual applies to only the L3 Series Limitless Lithium © Outdoor Battery Energy Storage System .

For support, contact :
(USA) +1 (972) 575-8875 ext. 2

support@sol-ark.com

L3 HVR Installation Guide | MA-00023 Rev. 3 iii


http://www.sol-ark.com/
mailto:support@sol-ark.com

Sol-Ark

D] ISTod =1 = TP PSP PPPPPPPPPPP jii
(0] 41 (=] 0| £ TP \Y
Important Safety INSIrUCLIONS  ........oovvvviiiiiicii e e e e e e e e eeeseeenena VI
SYMDOIS 1N THIS DOCUMENT ...ttt ettt h et a bt eh e e £ £ o2 bt eh e eaE e s st ea st A b £ oAbt e st A b £ e bt e aeeb e e b e e bt eb e e b e e bt ehe e b e eae e e e ebeenbeenneanes Vi
SYMDOIS ON the EQUIPIMENT ...ttt b et h bt e s s e e b e oAbt e H e eh e oAbt e h bt ekt e eEes e e b e e bt eab e e st e bt eab e e st et et e e b e naeeee s Vi
N[0 o U UUUPUPRT Vil
Requirements for INSTAllation PEIrSONNE! ..........couiiiiiiii ettt b et bt bt b e bt e bt ehe e s bt e st ess e seenbeennesnnenbeenes) viii
oL (W Tod g DI o1 17= | PSP U P UUPTOPRRPPON Vil
1. L3 SerieS @t @ GIANCE .......ccoiiiiiiiiiiiitte ettt e e e e e e e e e e e e eeeeeeeeenaen 1
B N VLY L I - IO G Ol U A, | RSOOSR 2
A I o AV o @700 g o Jo T LT TP PP PO PRPPPPPN 3
BRI ST o =TT Lo o USROS PUPRPROPRRROR 4
1.4 L3 HVR FASLENET TOMGUE VAIUES.......oiuiiiiiiiiiti ettt et h et h bttt h et b e et e e bbbt et bt bt eae st e b e et e e bt nb e et e ene e naeet e 5
L5 DAIASINEEL ...t R e e et R e Rt R ek nRe et R et n et n et e nne e eneas 6
2. INSEAIIALION ... e et 7
2.1 Transportation and Lifting ....

2.2 Site Preparation .........c.cccceveveiiennne

2.3 EQUIPMENT ClEAranCe GUIAEIINES  ......oiiiiiiiieit ettt ettt e e h et h e h e et e h et h e et e a et e bt et e e a e e b e e bt e st e s bt e bt e b e nae et 12
2.4 MECHANICAI ASSEIMDIY ...ttt e h ettt b e bt ea bt s ke eh e o2 bt eh e e E e £ bt eh e e £ e e bt eae e b £ e bt e et e e h e e e bt et e e he e eae bt e nbeeneenbeaneas 13
2.5 SYSIEM OVEIVIEW ......tiieiieeie ittt ettt ettt ettt ettt e b e et e E e e bt ea e e e b £ e bt ea s a8 s eaeea bt o8 £ e s e ea bt 4R e oo b e oAbt e heeh e oAbt eh e e eh b e Abeeabeeh e e b eeneeheenbeenbeeneeeneeneeanee 15
2.6 SeismiC INSLAllAtioN GUIAEINES .......couiiiiiii ittt ettt bttt h et bttt eh e e bt e e st e bt e bt eae st n bt et e eas e nbe et e et nbeeeees 16
2.7 BAIETY OVEIVIEW ...ttt ittt et ste ettt e he e b e eae e et e e he et e £E £ e bt ea b e eE e e bt ea st o8 e eaeea b e o8 £ e oh e ea b e 4R e oo b e oAbt 4R e es e oAb e eh s e eh b e Abeeabeeh e e b eemeeh b e nbe et e eneeeneenbeanee 17
PR AT 11T TR PRSPPSO RPN 19
2.9 Auxiliary Power and COmMMUNICAIONS WIFING  ......oiuiiiiiiiiiiii ettt bttt ettt e b ettt b e ene e e 24
A L O o] g 1) A (o Rl 1 V=Y (T VLY o TS ORU PR USPP 27
20T MUK -URNIE WIFING et etttk h ekttt a ek et e H £ st e h e e h e oot e h et bt eae s et Ah e et £ e h et e b e et e e et e e be et e e bt et e bt e bt e e eeee 29
2.12 System Startup and COMMUISSIONING ....c..eeutiiiriiieii ettt iet ettt sb e ee e sttt e es et ahe et e e st e ste e et e es e eae e et e e bt e aeeebe e bt et eaneehe e bt e seesanenbeennes 30
2.13 POWET CYClE SEOUEICE ... ettt ettt ettt ettt ete et e s bt e bt e st e s bt e he e s £ eaeeR e e o8 £ e bt ea b e eh e e bt e R st eae bt ea b e eh b e ebeenbeehe e bt e banteeheenbeenee s 32
3. Operation and MaINTENANCE  .......cooiiiiiiiiiiii e a e e e e 33

3.1 Maintaining the L3 System ....

3.2 Fire Suppression System........ccccevevvereene .34
3.3 Recharging Over -Discharged Batteries ...

3.4 BCU FIrMWArE UPAALE PrOCESS ......cotiiiiiieittt ettt ettt ettt ettt bt et e et bt oo ae e ook bt e ehe e e o8 bt e me e Ee e 2 se e ek e e e he e ek et e emean bt e eabeeenbeeanbeeanbeesabeesnas 36
3.5 LONG-TEIM BALEIY STOTAGTE ....eviiiiieiiie ittt ettt ettt ettt h e e bt et ek eeme e e s bt e e as e e e s bt e ees e e e ab e e see e b et e be e e bt e e ebeeese e e eneenneeneneas 36
N (o S O T [ 37
AL SYSTEIM FAUIES ...ttt ettt a ekttt b e me £ 42 bt e h e b4 £ h e e ae e E e £ R ea b £ £ e e e £ e Rt R e ke e bRt et e E et bt reeae e reenean 37
4.2 FAUIE DIAGNOSEIC TADIE ...ttt b et bt et b e b e h ekt e E e e h et e s e e e st e et e bt et e eeb e e bt et e et eee et e e bt e ees 38

iv Copyright © 2026 Sol-Ark LLC



Sol-FArk

Appendix A: Service Maintenance ProCedUIreS ........oooeeviiiiiiiiiiiiiiieeieeeeeeeeeeeeeeeeeeaeiannaans 39
(1= a1 = LRS-V (= AV R LT (U] 0 L= €U RO R PPN 39
A.1 System Overview MainteNANCE SCNEAUIE ...........oiiiiiiiiiei ettt b bbbt et be e bt e bt ehe e bt e bt e e e bt e b enae et e bt e e enes 39
A.2 Exterior Visual Mechanical INSpection (ANNUAI) ..........coiiiiiiiiiiiiienie et sneessnessneesneesnneesnnessnneesnnesneeensn A0
A.3 Interior Visual Mechanical INSPeCtion (ANNUAI) .........cooiiiiiiiiiiiiieee et snessee e ene e e enesnnesnenseenne s 40
A.4 HVAC & Deflagration System Inspection (Semi -ANNUAL) .......cccooiiiiiiiiiiiiireeeie e sne e AL
A.5 Battery Equipment Grounding Verification (ANNUAL) .......ooiiii ittt et b e ettt be e et e e b e et e e sabeeeateesrbeeenneesneeas 41
A.6 HVAC Intake Inspection and Cleaning (Semi -Annual t0 ANNUAI) .......ooiiiiiiiiiiniiieese e seeee e AL
A.7 HVAC Condensate Drain Inspection (Semi -Annual t0 ANNUAI) ........ooiiiiiiiiii e see e 42
A.8 Battery SyStemM MaINTENANCE .........ooiiiiiiieiiie ittt ettt et eeee bt e sabeeasteesabeeasbeesreeasbeesbeeeasseesbeeesreesbennsessnseesnsessnsessnseesnesnneensns 2
A.9 Electrical System Maint@NaNCE (ANNUAI) ......c..iiiiiuiiiiiii ittt re bbbt et e e bt e b e et e s e e es e e ab e et e eseeebeeabesnenbeenbeenbenneense s 43
A.10 Fire SUPPresSion SYSIEM IMAINTENEAINCE ......c...iiiiiiiiieiie ettt e ettt e bt eeae e s st e e aab e e asbeeaae e e as bt e eaeeabeeaebeeabeeabeeebeeebeanteesnseesnteesnnesd 43
A.11 Maintenance Documentation REGUIFEMENTS ........iiiiiiiiiiiieii ettt b e bttt eb e et e e bbb e be e b bt e et et eeee a4
A.12 Troubleshooting and EMErgency PrOCEAUINES  ........cccoiiiiiiiiiiiiiiieeiiieie et ese ettt sne e enenesnee e ennesneesneennesneenee s 4D

L3 HVR Installation Guide | MA-00023 Rev. 3



Important Safety Instructions

This manual provides crucial information for the installation and operation of the L3 Series Limitless Lithium D Battery Energy
Storage System. Qualified and authorized personnel are required to conduct the installation and maintenance procedures ,
adhering to all safety standards and system requirements outlined in this document.

This manual is applicable to countries that comply with the certification requirements.  Standards and legal requirements of
other countries might differ from the specifications outlined in this manual.

Symbols in this Document

A WARNING: This symbol indicates information that, if ignored, could cause serious injury, equipment damage, or death.
CAUTION: This symbol indicates information that, if ignored, could result in minor injury or equipment damage.

o NOTE: This symbol indicates relevant information that is not related to hazardous situations.

Symbolson the Equipment

A CAUTION: Indicates risk of injury or equipment damage.

/\ RISK OF ELECTRIC SHOCKIndicates components that present risk of electric shock.

® DO NOT INCINERATE: Do not dispose of product by incineration.

A RISK OF EXPLOSION:Physical damage, fire, or over charging may cause Li-ion batteries to ignite and/or explode.
€ RECYQABLE: Product is recyclable. Proper disposal is required.

[li] REFER TO INSTRUCTIONSUser must refer to operating and installation instructions before proceeding.

[s6s)

¢cSGSus:SGS marking indicates NRTL product testing and certification for compliance with standards for North America and
Canada.

) § DO NOT THROW AWAY: Proper disposal of inverters and/or batteries is required.

NFPA 704 : The NFPA 704 diamond, often called the "fire diamond," is a system from
the National Fire Protection Association (NFPA) to quickly communicate the hazards
associated with a material.

It provides crucial information to emergency responders, such as firefighters, about the
potential risks involved, enabling them to make informed decisions during
emergencies.

Colors indicate the type of warning:

Blue Health
Red Flammability
Reactivity
White Space for additional Information
Numbers Indicates the severity from Oaxo special hazard a#o 4asevere hazard.

Vi Copyright © 2026 Sol -Ark LLC
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ATTENTION : Read all instructions and cautionary
markings in this guide and on the equipment before
installing the L3 HV R Failure to do so may result in
equipment damage, electric shock, serious injury, or
loss of life. Failing to follow any of these instructions
may also void the warranty.

All installations must conform to the laws, regulations,
codes, and standards applicable in the jurisdiction of
installation. Before starting an installation, consult a
local building or electrical inspector for current
requirements. Local codes may vary but are adopted
and enforced to promote safe electrical installa tions.
A permit may be needed to do electrical work, and
some codes may require an inspection of the
electrical work.

When installed in the US, electrical installations are
required to follow the National Electrical Code
(ANSI/NFPA 70) adopted by their local AHJ (Authority
Having Jurisdiction) including any local amendments.

General

WARNING : Risk of electric shock. Risk of fire. Only
qualified electrical personnel should install,
troubleshoot, service, or replace the equipment.

WARNING : Risk of electric shock. Apply appropriate
personal protective equipment (PPE) and follow safe
electrical work practices during installation and
service. Turn off all power supplying this equipment
before working on or inside equipment. Always use a
prope rly rated voltage -sensing device to confirm
power is off. Replace all devices, covers, and doors
before turning on power to the equipment.

WARNING : Inspect the equipment for damage
before installing. Do not install the equipment if it has
been damaged in any way.

WARNING : Do not insert foreign objects into any
part of the equipment.

WARNING : Do not expose the equipment or any of
its components to direct flame.

WARNING : Do not attempt to open, disassemble,
repair, tamper with, or modify the equipment other
than what is permitted in this manual. The equipment
contains no user-serviceable parts. Contact the
installer who installed the equipment for any repairs.

WARNING : Do not connect life -support systems,
other medical equipment, or any other use where
product failure could lead to injury to persons or loss
of life.

L3 HVR Installation Guide | MA-00023 Rev. 3

CAUTION : Do not use solvents to clean the
equipment or expose the equipment to flammable or
harsh chemicals or vapors. Do not allow petroleum -
based paints, solvents, or sprays to contact
nonmetallic parts of the equipment.

CAUTION : Do not use parts or accessories other than
those specified for use with the equipment.

Installation and Use

WARNING : Risk of electric shock. Risk of fire. Only
use electrical system components approved for dry
locations.

WARNING : Risk of electric shock. Risk of fire. Ensure
that all wiring is correct and none of the wires are
pinched or damaged.

WARNING : Risk of electric shock. Risk of fire. Before
making any connections , verify that the DC
disconnect(s) are in the off position. Double -check all
wiring before applying power.

WARNING : Risk of electric shock. Improper servicing
of the equipment or its components may result in a
risk of shock or fire. To reduce these risks, disconnect
all wiring before attempting any maintenance or
cleaning.

WARNING : Risk of electric shock. Always de-energize
the equipment before servicing.

WARNING : Risk of electric shock. Do not use
equipment in a manner not specified by the
manufacturer. Doing so may cause injury or loss of
life, or damage to equipment.

Note : This device complies with part 15 of the FCC Rules.
Operation is subject to the following two conditions: (1) This
device may not cause harmful interference, and (2) this device
must accept any interference received, including interference that
may cause undesired operation. Changes or modifications not
expressly approved by the party responsible for compliance

g~ zi ~~si ®rk T «k?@ji« N ®r~2s®-

Environmental Conditions

WARNING : This equipment is intended for operation

in an environment having a minimum temperature of -
20°C (-4°F) and a maximum temperature of 50°C
(122°F).

WARNING: Install the equipment in a location that
prevents damage from flooding. Ensure that no water
sources are above or near the equipment, including
downspouts, sprinklers, or faucet s.
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Transportationand Handling

WARNING: To protect the equipment and
components from damage when transporting, handle
with care. To help prevent damage, leave all
equipment in its shipping packaging until it is ready
to be installed.

WARNING: Risk of physical injury or death. The
battery rack is not designed for transportation with
modules installed. Do not attempt to lift a fully
installed rack using any lifting device.

WARNING: Risk of physical injury or death. Vehicles
used to transport lithium -ion batteries must comply
with all Department of Transportation ( DOT)
regulations surrounding Class 9 hazardous freight.

All work MUST comply with local code, regulations, and

Sol-Ark

WARNING : Risk of physical injury or death. Use
caution when using lifting equipment to move battery
modules and components.

WARNING : Risk of physical injury or death. Boxed
battery module stacks should not exceed 8 units.

WARNING: : Risk of physical injury or death. Each
battery module weighs 44 kg (97 Ibs). Use
appropriate transport and lifting equipment for safe
handling and transport.

industry standards. The L3 HVR mustbe installed by

professionals with appropriate qualifications as determined by the local AHJ.

recycled properly.

L
B

—
o
o

You must not attempt disposal via normal waste collection or abandon the battery at a public facility.

Due to its considerable size, the L3 HV series battery storage system requires special handling to be

Proper recycling is crucial for lithium storage batteries. It keeps hazardous waste out of landfills and

4%
Qe ®

viii

allows reusable materials like lithium and other metals to be recovered and repurposed. As the owner
of the system, you are responsible for ensuring pr oper end -of-life recycling takes place through a
certified lithium battery recycling program.

Copyright © 2026 Sol-Ark LLC



1. L3 Seriesat aGlance

The L3 HVR Series Limitless Lithiurhis a high
performance lithium-ion battery system designed for
outdoor energy storage applications. It offers reliable

and efficient power solutions for time-of-use management,

peak shaving, backup power, and micregrid integration.

Advanced BatteryControl Unit (BCU)

The HVR Series is equipped with a sophisticated automotive -grade, contactor -based
BCU. This advanced system continuously monitors and manages the voltage, current,
and temperature of all battery modules and cells, ensuring optimal performance and
safety.

Comprehensive Fire Safety Features

Safety is a top priority in the design of the L3 HVR Series. The system incorporates
built -in aerosol fire suppression systems in both the cabinet and battery modules. It
also features smoke, heat, and CO: detection mechanisms, providing multiple layers of
protection against fire hazards.

L3 HVR Installation Guide | MA-00023 Rev3
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The box should include all items shown in the component s list below. If there are damaged or missing parts,
immediately call Sol-Ark Technical Support at +1 (972) 575-8875 ext. 2.

e ~ ™
\ J J
A
e ™ N
\ J J
G
M N @) P Q

Component Description Quantity

A M12 x 80 mm Bolts 4
B M10 x 25 mm Bolts for Mounting Feet 8
© Mounting Feet (2 Hole and 2 Slotted) 4
D R/L Cabinet Conduit Entry Knockout Box 2
E 9.8 ft (300 cm) P+ Inverter Cable (Red) 2
E 9.8 ft (300 cm) P- Inverter (Black) 2
© BCU-to-Battery Module Communication Cable 1
H 16 ft (500 cm) Cabinet -to-Cabinet Ethernet Communication Cable 1
| PCS Communication Port &, A% n, Pk2{s| "®s| q Mk«s« 1
J BCU-to-Busbar P- Cable (Black) 1
K BCU-to-Busbar P+ Cable (Red) 1
L BCU-to-Battery Module B+ Cable 1
M Parallel Connection - Battery Module B - Cable (Black) 6
N Parallel Connection - Battery Module B+ Cable (Red) 6
(0] Series Connection - 4.3 in (110 mm) Battery Module Communication Cable 11
P Series Connection - 8.5 in (215 mm) Battery Module Power Cable 11
Q Manual Service Disconnect (MSD) Plug for Battery Negative 1

2 Copyright © 2026 Sol-Ark LLC
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1.2 L3 HVRComponents

The L3 HVR battery energy storage system includes the following components:

(@] [@)]
-I l 1Y,
G . . —L |
L] @ J
[
K
£ o Hpee
ol -~ lod <] [] B

Component Name

Indicator Lights (ON & ALARM)
HVAC Unit Air Outlet
HVAC Unit Air Intake

Emergency Stop Button (shuts down battery output)
HVAC Condensation Drain Outlet
Keyed Cabinet Door Handle

Inverter Carrier Mounting Holes

R/L Side Conduit Entry Cover

Lifting Points

HVAC Unit (Heating/ Cooling)

Auxiliary Power Input Terminals and Internal Systems Breakers
12x L3 HVR5.1 kWh Battery Modules

1x L3 HVRBCU-750 V - Battery Control Unit (BCU)

Safety Cover for Built-in DC Busbar

I(O(MmMmO|O|w|>

o|Z|IZ|T | X[«

Cabinet Mounting Feet

L3 HVR Installation Guide | MA-00023 Rev. 3
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1.3 Specifications

2X 9 Dmm[3.7i Jr

2X5 6.86mm[2 2i Jn

@

L3 Series Limitless LithiumM.3 HVR60KWH

2X7 9.8m

2X5 2.83mm[2 Gi h

m3 i h

E ]

2X 4 0.6mm[1 Bi ]
8 8.amm[3 i J———o
(11 somm[4 si )

88|

; (2 2 s2evm[s @i )

2X @2 mm[0.8i Jn

N

=26 2.6mm[2 Bi J-—y

b
o

—2X3 Oomm[1.2i

4x_ &smm[0.3i Jn

T
1 7.85mm[6.8i Jn

6 0.0mm[2 Bi h

-—eo

.

7 &mm[3.0i Jr—

p

—————— (1 0 s5mm[4 1i J)

L Iy

2 0 s5mm[8 i n

2 2 30mm[8 & h

e 0

o —
- m 2.6mm[2 i ]
e

egl .  Jos

= Bl

{11 8smm[4 esi

7 3.8mm[2 & J—

]

= (6 2.6mm[2 &i ) —

10 408m[4 2i —8]

S — =

(1 0 s0mm[4 Bi Jj

L]

1 2.8mm[5.1

f

L]
; L
4 8.amm[1 Di

9 6.6mm[3 B J—=

3

—8 Dmm[3.2i Jn

Copyright © 2026 Sol-Ark LLC



Sol-Ark

1.3.1 HVAC Unit Specifications

A A
HVAC Unit Specifications

<2 HVAC Unit Model Name: DY-CNA20-BP (US)
Rated Input Voltage: 208 Vac or 240 Vac
Rated Frequency: 60 Hz
Maximum Cooling Capacity : 7,165 BTU/hr
Maximum Heating Capacity : 5,630 BTU/hr
Rated Power Input (Cooling) : 900 W
Rated Power Input (Heating): 1,700 W
Rated Input Current (Cooling): 415A

Q H Rated Heating Current (Heating): 79A

= (l\\/INa;(::r;?um Auxiliary Input Power 1,800
Maximum Auxiliary Input Current
(Aac): 83
Maximum Suction Pressure: 392 psi (2.7 MPa)
Maximum Discharge Pressure: 232 psi (1.6 MPa)
Maximum Air Flow Volume : 370 cfm (630 mé/h)
Ingress Protection Rating: IP55
Refrigerant Type: R134a/330 g
] Dimensions (W x H x D): 478 x 796 x 306 mm (18.8 x 31.3 x 12 in)
. Unit Net Weight : 48.5 kg (107 Ib)
ool Joo

Figure 1: HVAC

1.4 L3 HVR Fastener Torque Values

Do not use impact drivers to tighten any fasteners on the battery.

Connection Torque [ft -Ib or in -Ib] Torque [Nm]
M10 - Mounting Foot Bolts 37 ft-b 51 N-m

M6 - Internal Busbar +/ - Connections 7.7 ft-Ib 10.5 N-m
M10 - Ext. Grounding Screws 37 ft-Ib 51 N-m

M12 - Inverter Mounting Carrier Bolts 74 ft-Ib 100 N-m

M4 - Inverter to Carrier Socket Screws 12 in-Ib 1.37 N-m

L3 HVR Installation Guide | MA-00023 Rev. 3
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1.5 Datasheet
208V Options

Eattery Energy Storage System

Qutdoor Indoor
Battery Model Name: L3 HVR-&0 L3 HV-40
ESS Madel Name: L3 HVR-&0KWH-30K L3 HV-40KWH-30K

Compatible Inverter Model Sol-Ark 30K-3P-208V

Cell Chemistry Lithium lron Phosphate

Nameplate Energy Capacity (DC) &1.44 kWh 40.96 KWh

Usable Energy Capacity (DC) ' 55.30 kWh 36,86 KWh

Built-In DC Disconnect Rating 2004

Internal Fuse Rating 1604

Mau. # Battery Units Per Inverter i} 16

Ma. # Inverters in Parallel & 10

Recommend Depth of Discharge 90%

Roundtrip Efficiency Charge/Discharge (DC) 4% (25C, 0.5C)

System Mominal Voltage (DC) 307V 4100

System Operating Voltage (DC) 294V — 338V JI92V — 448V

Battery Pack Internal Configuration Gsbp 8s1p

Charge/Discharge Current (DC)

+ Recommend 100A | 50A

* Max. Continuous 1004

* Peak Discharge (60 sec @ 23°C) 1254

Battery Max. Continugus Charge/Discharge Power (DC) 61.44kW | 40.96kW

ES5 Max. Continuous Charge/Discharge Power (AC) 30EW

Fault Current Contribution per Battery 420047 1.47ms

Product Dimensions (WxDxH) 76107226 om (30x42x89 in) 58x58x163 om (23x23x64 in)
Net Weight 626 kg (1,384 Ihs) 434 kg (957 Ibs)

Mounting Type Outdoor Endosure Freestanding Rack Mount
Material and Finish Steel — Cormosion Resistant Powder Coat Steel — Powder Coated
Operating Temperature® and Humidity -20°C - 530°C (-4°F — 122°F) — 5%-85% RH 4°C — 43°C (40°F — 110°F) — 5%—85% RH
Operating Altitude * 3000m (7,843 f)

Storage Conditions 4 -4°F — 95°F — Up to 85% RH (non-condensing) and 5State of Charge (50C) 30%
Ingress Rating IP35 (MEMA 3R} IP20 (MEMA 1)

Moise Level @ 1m 75 dBA at 30°C (B57F) < 40 dBA at 30°C (85°F)
Seismic Mounting Up to Category F

Communication Ports CAMNZ.0/R5485

Battery Module Nominal Energy Capacity 3 12kWh

Battery Module Nominal Voltage and Capacity 512V / 100Ak

Terminal Type Amphenol Surlok - Push Lock Connector

Warranty and Certification

Performance Warranty 10 years or 196MWh Throughput 10 years or 130MWh Throughput
Product Warranty 10 Years

Certifications UL1973, UL?540, UL9540a, UN38.3, FCC, Prop 63

- DC usable energy, test conditions: 90% DHOD, 0.3C charge and dischargs at 25°%C. System usabla enargy may vary dus to system configuration parametars.

_ Cutput currant is affected by battery temparatura and 50C.

Tamparatura is based on the aversge cell temparature as measurad by the BMS. Charging is disablad balow 0°C (32°F). Darating occurs abowe 45°C (11 3F). Sea Sol-Ark Tachnical Sakes for outdoor sites.
. Battery will operate st a maximum 1C charge/discharge up to 2000m, above 2000m maximum output is dersted to 0.BC, contact Sol -Ark for details.

- Storage tamparature of the battary with no charge or dischargas

. EOL (End of Lifa) 70% ratained capacity. See L3 Series warranty documant for datails.

=L N

Sol-Ark has a policy of continwows improvemant and resarvas the right to modily its specifications at any timae and without prior notice. Pleass visit sol-ark.com for the latest information.
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2. Installation

2.1 Transportation and Lifting

Forklift

If the installation site has a flat surface level, you can use an outdoor -rated forklift for transport , provided it has a
rated load capacity of more than 1500 kg (3300 Ib) and its fork length meets the requirements shown in the
illustration below . The bottom of the L3 HVR cabinet has special openings designed for forklift transport.
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Figure 2: Forklift Transportation
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OverheadHoisting

When hoisting, a 25 -ton crane with a lifting arm between 126 to 133 feet (38.5 to 40.5 m) in length should be
used. The following requirements must be met when lifting the L3 HVR

1
1
Al

Follow all local, state, and federal safety requirements for rigging during the installation process.
A professional rigging operator should be present during the  hoisting process.

The strength of the sling should be able to withstand the weight of the L3 HVR battery cabinet and modules
with appropriate safety factor .

Make sure that all sling connections are safe and reliable, and that the lengths of the slings connected to the
eye bolts are equal.

Adjust the length of the sling appropriately according to the requirements of the site.
During the lifting process, the devices must be stable and not skewed.

Lift the L3 HVR only from the mounting locations shown below .

®
ikl ]

(==

Figure 3: Overhead Hoisting
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2.2 Site Preparation

Basic Installation Requirements

The battery energy storage system must be installed on a level, solid foundation that can safely bear the total
weight of the system when fully loaded with battery modules.

1 The installation location must provide adequate clear space around the system for ventilation, cooling,
maintenance access, and clearances according to this documentation and the National Electrical Code®
Art. 110.26, or other local requirements for energy storage systems.

1  Fully-enclosed or indoor installations require additional ventilation and/or fire protection systems according
to local codes.

Outdoor Installation Requirements

1  The foundation should be constructed with proper drainage sloping away from the foundation to prevent
pooling of water near the cabinet base .

1  The foundation pad should extend at least 24 inches beyond the footprint of the system on all sides to
facilitate maintenance and repairs . Evaluate smaller distances on a site-by-site basis.

1 The installation m ust be located away from potential flood zones, drainage areas, or other areas prone to
standing water.

1 Shaded locations are preferable to reduce cooling load on the HVAC system.

1  The area should have adequate fencing and lighting as required by local building and mechanical code or
other requirements for energy storage systems.

Foundation Details

This section includes illustrati ons of various methods for mounting the L3 HVR Series.The diagrams show typical
foundation layouts and anchoring techniques that could be used across many different site locations .

These drawings are for illustrati on only and should not be used as direct design examples.
Always consult applicable local building codes, electrical standards, and  engineering
specifications before designing or implementing any foundation or mounting system for

L3 Series energy storage systems.

Each illustration includes general dimensions, material suggestions, and key components. However, specific
requirements will vary based on factors such as:

A Local seismic activity
A Soil conditions
A Environmental factors (such asflood plains or extreme weather)
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Single Cabinet Foundation Detail
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Figure 4: Overview Single-Cabinet Foundation
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Figure 5: Side View &Single-Cabinet Foundation

Multi -Cabinet Foundation Detail (Option A)
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Figure 6: Six-Cabinet - Foundation Overview (Option A)
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Multi -Cabinet Foundation Detail (Option B)
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Figure 7: Six-Cabinet - Overview Foundation (Option B)

:
IJ'IIIJ-I'I'II

Figure 8: Side View of Foundation (Option B)
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2.3 Equipment Clearance Guidelines

The minimum clearances shown below between neighboring systems and surrounding walls are derived from
Sol-Ark's UL9540A testing for the L3 HVR series. It's essential to maintain these minimum distances to ensure

compliance with the UL9540A test report . This is particularly important in areas where s ® i «

NFPA 855 or similar local fire codes, such as the IFC.

12

{ | adheRed -

Clearances may need to be increased depending on where the Sol -Ark 30K or 60K inverter is mounted on
the L3 HVR cabinet. Ensure a minimum clearance of 20 in (500 mm) from the front surface of the inverter to
another wall or obstruction , or according to the specifications in the inverter installation manual .

Sides/Rear

Maintain at least 60 cm [23.6 in]
of clearance between the
battery sides and any walls or
other barriers.

Maintain at least 10 cm [4 in] of
clearance between the battery
cabinet and the sides or back of
other batteries .

The rear requires 60 cm [23.6
in] of clearance between the

battery and any walls or barriers.

2.

il

Front 3.

60 cm [23.6 in] clearance is 1
required in front of the battery
cabinet to be able to open the

door or install battery modules .

Clearance may need to be
increased if the doors of two 1
cabinet s face each other.

Ceiling Height

Do not install the cabinet in areas

® ~

with an overhead clearance height

of less than 244 cm [96 in]
measured from the bottom of the
cabinet.

Ceiling access is not required for
this system.

Figure 9: Example Showing Minimum Cabinet Clearances per UL9540A
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1. Install the Mounting Feet

After lifting the cabinet into its final location, attach the included L-shaped mounting feet to the cabinet using the
provided bolts (M10x25 mm) [Step 1] and tighten to 37 ft-Ib (51 N-m) [Step 2] as shown here:

Figure 10: Mounting Foot Installation

2. Anchorthe Cabinet to the Foundation

Secure the cabinet mounting feet to the concrete foundation using one of the two methods shown in the following
figures, or using a method with equivalent strength as determined by a licensed design professional.

POST-INSTALLED ANCHORS CAST-IN-PLACE ANCHORS
HEAVY HEX NUT HEAVY HEX NUT
LOCK WASHER LOCK WASHER
I I

95/8" ASTM F1554 GR. 36 THREADED

ROD EPOXIED INTO FOUNDATION w/ HILTI #5/8" ASTM F1554
HIT-HY 200 V3, MIN. 4" EFFECTIVE GR. 36 THREADED ROD
EMBEDMENT, INSTALLATION & SPECIAL

INSPECTION PER MANUFACTURER SPECS

AND ICC ESR-